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EFFECTIVE THREAD DIMENSIONS (IN.)
WORKING LOAD TORQUE BOLT SIZE PROJECTION RADIUS DIAMETER EST. WEIGHT

CODE NO. LIMIT (LBS.) IN FT. LBS. A LENGTH B C D E F G H EACH (LBS.)

1016887** 800 7 5/16 - 18 x 1.50 .59 2.68 1.00 .45 .38 1.75 1.11 .43
1016898** 1000 12 3/8 - 16 x 1.50 .59 2.68 1.00 .45 .38 1.75 1.09 .43
1016909 2500 28 1/2 - 13 x 2.00 .71 4.90 2.00 .89 .75 3.30 2.29 2.49
1016912** 2500 28 1/2 - 13 x 2.50 1.21 4.90 2.00 .89 .75 3.30 2.29 2.52
1016920 4000 60 5/8 - 11 x 2.00 .71 4.90 2.00 .89 .75 3.30 2.21 2.55
1016924** 4000 60 5/8 - 11 x 2.75 1.46 4.90 2.00 .89 .75 3.30 2.21 2.70
1016931 5000 100 3/4 - 10 x 2.25 .96 4.90 2.00 .89 .75 3.30 2.05 2.65
1016935** 5000 100 3/4 - 10 x 2.75 1.46 4.90 2.00 .89 .75 3.30 2.05 3.00
1016942 7000 100 3/4 - 10 x 2.75 .90 6.58 3.00 1.40 1.00 4.80 2.98 7.00
1016946** 7000 100 3/4 - 10 x 3.50 1.65 6.58 3.00 1.40 1.00 4.80 2.98 7.00
1016953 8000 160 7/8 - 9 x 2.75 .90 6.58 3.00 1.40 1.00 4.80 2.95 7.00
1016957** 8000 160 7/8 - 9 x 3.50 1.65 6.58 3.00 1.40 1.00 4.80 2.95 7.00
1016964 10000 230 1 - 8 x 3.00 1.15 6.58 3.00 1.40 1.00 4.80 2.73 7.50
1016969** 10000 230 1 - 8 x 4.00 2.15 6.58 3.00 1.40 1.00 4.80 2.73 7.50
1016975 15000 470 1-1/4 - 7 x 4.50 2.22 9.01 3.75 1.75 1.25 6.00 4.89 14.79
1016986 24000 800 1-1/2 - 6 x 6.50 2.98 12.41 4.75 2.25 1.75 8.00 5.93 33.00
1016997 30000 1100 2 - 4-1/2 x 6.50 2.98 12.41 4.75 2.25 1.75 8.00 5.43 36.00

Ultimate load is 5 times the Working Load Limit.
Long bolts are designed to be used with soft metal (i.e., aluminum) work piece.
While the long bolts may also be used with ferrous metal (i.e., steel and iron) work piece, short bolts are designed for ferrous work pieces only.
Bolt specification is a Grade 8 Alloy socket head cap screw to ASTM A574. All threads listed are UNC-3A.

SWIVEL HOIST RING
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See what happens when heavy side
loads are applied to a conventional eye-
bolt.

The same load applied to an American
Safety Engineered Hoist Ring is trans-
lated into a primary tension load at the
screw and normal to the screw axis.

The high tension loads are well within
the designed safety limits of the
stressed hoist ring.

METRIC & SPECIAL LENGTH AVAILABLE

PIVOT
180º

SWIVEL HOIST RINGS

Other Styles, Metric, Stainless and Special Length Available

Breaking Strength is 5 Times the Rated Load


