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TWO-LEG BRIDLE
Angles measured from horizontal. Rated capacity for two-legged bridles, whether used as chokers or with hooks or other end fix-
tures, are affected by rigging angles, the same as straight slings in basket hitches. Note reduction in rated capacity as legs spread
to wider lifting connections, or for unbalanced loads. For other applications contact us.

MULTIPLE LEG SLINGS

RATED CAPACITY (TON 2000 LBS.)
ROPE RECOMMENDED

CODE NO. DIAMETER MINIMUM LENGTH

1402L 1/4 1’ 6” .97 .79 .56
5162L 5/16 1’ 8’ 1.5 1.2 .87
3802L 3/8 1’ 10” 2.2 1.8 1.2
7162L 7/16 2’ 4” 2.9 2.4 1.7
1202L 1/2 2’ 6” 3.8 3.1 2.2
9162L 9/16 2’ 10” 4.8 3.9 2.8
5802L 5/8 3’ 4” 5.9 4.8 3.4
3402L 3/4 3’ 8” 8.4 6.9 4.9
7802L 7/8 4’ 4” 11. 9.3 6.6
1002L 1 5’ 15. 12. 8.5
1182L 1-1/8 5’ 10” 18. 15. 10.
1142L 1-1/4 6’ 6” 22. 18. 13.
1382L 1-3/8 7’ 27. 22. 15.
1122L 1-1/2 7’ 6” 32. 26. 18.
1582L 1-5/8 9” 37. 30. 21.
1342L 1-3/4 9’ 2” 43. 35. 25.
2002L 2 12” 55. 45. 32.

RATED CAPACITY (TON 2000 LBS.)
ROPE RECOMMENDED

CODE NO. DIAMETER MINIMUM LENGTH

THREE-LEG BRIDLE
Angles measured from horizontal. Rated capacity for 3 and 4 legged bridles are based on equal load for each leg and the sling angle
being the smallest angle measured between any sling leg and the horizontal plane of the load. For other applications, contact us.

PLEASE SPECIFY LENGTH

1403L 1/4 1’ 6” 1.5 1.2 .84
5163L 5/16 1’ 8’ 2.3 1.8 1.3
3803L 3/8 1’ 10” 3.2 2.6 1.9
7163L 7/16 2’ 4” 4.4 3.6 2.5
1203L 1/2 2’ 6” 5.7 4.6 3.3
9163L 9/16 2’ 10” 7.2 5.8 4.1
5803L 5/8 3’ 4” 8.8 7.2 5.1
3403L 3/4 3’ 8” 13. 10. 7.3
7803L 7/8 4’ 4” 17. 14. 9.9
1003L 1 5’ 22. 18. 13.
1183L 1-1/8 5’ 10” 27. 22. 16.
1143L 1-1/4 6’ 6” 33. 27. 19.
1383L 1-3/8 7’ 40. 33. 23.
1123L 1-1/2 7’ 6” 48. 39. 27.
1583L 1-5/8 9” 55. 45. 32.
1343L 1-3/4 9’ 2” 64. 52. 37.

RATED CAPACITY (TON 2000 LBS.)
ROPE RECOMMENDED

CODE NO. DIAMETER MINIMUM LENGTH

FOUR-LEG BRIDLE   (SEE 3-Leg Description)

1404L 1/4 1’ 6” 1.9 1.6 1.1
5164L 5/16 1’ 8’ 3.0 2.5 1.7
3804L 3/8 1’ 10” 4.3 3.5 2.5
7164L 7/16 2’ 4” 5.9 4.8 3.4
1204L 1/2 2’ 6” 7.6 6.2 4.4
9164L 9/16 2’ 10” 9.5 7.8 5.5
5804L 5/8 3’ 4” 12. 9.6 6.8
3404L 3/4 3’ 8” 17. 14. 9.7
7804L 7/8 4’ 4” 23. 19. 13.
1004L 1 5’ 30. 24. 17.
1184L 1-1/8 5’ 10” 36. 30. 21.
1144L 1-1/4 6’ 6” 44. 36. 26.
1384L 1-3/8 7’ 54. 44. 31.
1124L 1-1/2 7’ 6” 63. 52. 37.

Reduce Rated Capacity for 
Unbalanced Loads

All capacities in tons of 2,000 lbs.  All eye and fitting dimensions in inches. 
* Rated Capacities Basket Hitch based on D/d Ratio of 25.
Rated Capacities based on pin diameter no larger than natural eye width or less than the nominal sling diameter.
Rated Capacities based on design factor of 5. Horizontal sling angles of less than 30º shall not be used. 

MULTIPLE LEG SLINGS

EyE TO EyE SLINGS


