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CHAIN SINGLE DOUBLE LEG TRIPLE AND QUAD
CODE NO . SIZE IN . 90° 60° 45° 30° 60° 45° 30°

BAIRSTOW LIFTING PRODUCTS CO. • 1-800-241-8990 • ATLANTA AREA CALL 404-351-2600

ACTUAL
MATERIAL INSIDE INSIDE LINkS POUNDS

TRADE SIZE DIAMETER, LENGTH, WIDTH, PER PER 100 WORkING LOAD LIMIT*
CODE # INCHES MM INCHES INCHES INCHES FOOT FEET POUNDS kGS .

732G80 7/32 5 .218 0.69 0.30 17-1/2 43 2,100 950
140G80    1/4 or 9/32 7 .276 0.86 0.40 13-3/4 70 3,500 1,590
380G80 3/8 10 .394 1.22 0.55 10 142 7,100 3,200
120G80 1/2 13 .512 1.57 0.75 7-3/4 244 12,000 5,400
580G80 5/8 16 .630 1.93 0.87 6-1/2 356 18,100 8,200
340G80 3/4 20 .787 2.44 1.02 5-1/2 562 28,300 12,800
780G80 7/8 22 .881 2.45 1.22 5 750 34,200 15,500
100G80 1 25 1.000 2.80 1.40 4-1/4 965 47,700 21600
114G80 1-1/4 32 1.250 3 50 1.75 3-1/2 1,525 72,300 32 800
112G80 1-1/2‡ 38 1.500 4.49 1.94 2-5/8 2,140 80,000 36,300

Dimensions and weights are approximate.
‡Manufactured to System 6 specifications.
•wARNING: Do not exceed Working Load Limit.

G-80 ALLOy CHAIN
SPECIFICATIONS

-140 1/4 or 9/32 3,500 6,100 4,900 3,500 9,100 7,400 5,200
-380 3/8 7,100 12,300 10,000 7,100 18,400 15,100 10,600
-120 1/2 12,000 20,800 17,000 12,000 31,200 25,500 18,000
-580 5/8 18,100 31,300 25,600 18,100 47,000 38,400 27,100
-340 3/4 28,300 49,000 40,000 28,300 73,500 60,000 42,400
-780 7/8 34,200 59,200 48,400 34,200 88,900 72,500 51,300
-100 1 47,700 82,600 67,400 47,700 123,900 101,200 71,500
-114 1-1/4 72,300 125,200 102,200 72,300 187,800 153,400 108,400

*CAUTION Working Load Limits Should Not Be Exceeded.
Add three letter prefix to code number.

G-80 Alloy steel chain is electrically welded alloy steel
embodying the latest manufacturing technology. Alloy
provides a superior chain sling with high tensile
strength and excellent wear resistance. The minimum
elongation at break test is 15%. The tensile strength
following heat treatment exceeds all existing OSHA,
Government, NACM, and ASTM specification require-
ments. The G-80 chain and attachments used in fabri-
cating chain slings offer a design factor of a minimum
of 4 to 1 when used at recommended working load
limits. This also meets NACM's System 8 working load
limits, and is in line with the design factors required by
the International Standards Organization (ISO). Some
users, however, may elect to use the higher working
load limits with a design factor of 3.5 to 1. See index.

WORkING LOAD LIMITS OF GRADE 80 CHAIN SLINGS . (LBS) .*

GRADE 80 ALLOy CHAIN 

GRADE 80 ALLOy CHAIN SLINGS

34

Note: All data approximate and subject to variation.

NOTE: All Angles
Measured from

Horizontal

PLEASE SELECT THE THREE LETTER
PREFIX FROM SLINGS LIST ABOVE

AND ADD TO CODE # AT RIGHT
TO SPECIFY A SLING.

EXAMPLE: DOS-380 X 10 FT.

See Safe Use 
Info Pages 42-43

Grade 120 Also Available

GRADE 100 & 80 ALLOy CHAIN SLINGS

CODE NO . CHAIN SIZE
SINGLE

90˚

DOUBLE LEG TRIPLE AND QUAD

60˚ 45˚ 30˚ 60˚ 45˚ 30˚

-140 1/4" or 9/32" 3,500 6,100 4,900 3,500 9,100 7,400 5,200

-380 3/8" 7,100 12,300 10,000 7,100 18,400 15,000 10,600

-120 1/2" 12,000 20,800 17,000 12,000 31,200 25,500 18,000

-580 5/8" 18,100 31,300 25,600 18,100 47,000 38,400 27,100

-340 3/4" 28,300 49,000 40,000 28,300 73,500 60,000 42,400

-780 7/8" 34,200 59,200 48,4000 34,200 88,900 72,500 51,300

-100 1" 47,700 82,600 67,4000 47,700 123,900 101,200 71,500

-114 1-1/4" 72,300 125,200 102,200 72,300 187,800 153,400 108,400

CODE NO . CHAIN SIZE
SINGLE

90˚

DOUBLE LEG TRIPLE AND QUAD

60˚ 45˚ 30˚ 60˚ 45˚ 30˚

-140 1/4" or 9/32" 4,300 7,400 6,100 4,300 11,200 9,100 6,400

-380 3/8" 8,800 15,200 12,400 8,800 22,900 18,700 13,200

-120 1/2" 15,000 26,000 21,200 15,000 39,000 31,800 22,500

-580 5/8" 22,600 39,100 32,000 22,600 58,700 47,900 33,900

-340 3/4" 35,300 61,100 49,900 35,300 91,700 74,900 53,000

-780 7/8" 42,700 74,000 60,400 42,700 110,900 90,600 64,000

PLEASE SELECT THE THREE 
LETTER PREFIX FROM THE SLINGS 
LIST ABOvE AND ADD TO CODE# 
AT RIGHT TO SPECIFy A SLING

EXAMPLE: DOS-380 X 10FT.

SEE SAFE USE INFO PAGES 44 - 45
NOTE: ALL DATA APPROXIMATE AND

	SUBJECT	TO	VARIATION

GRADE 80 SLING RATINGS IN LBS (ANGLES FROM HORIZONTAL)

GRADE 100 SLING RATINGS IN LBS (ANGLES FROM HORIZONTAL)


